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1  INTRODUCTION 

The  Ada  Compiler  Validation  Capability,  Version  1.11,  was  written  in 
VAX/VMS  BACKUP  format  on  one  tape  volume.  One  of  the  files  in  the  save  set  is 
ACVCll.LST,  which  contains  the  name  of  all  of  the  remaining  files  in  the  ACVC. 


2  TAPE  FORMAT 

The  tape  was  written  using  the  VMS  BACKUP  utility.  The  following  VMS 
command  can  be  used  to  read  this  tape: 

$  BACKUPAOG-test__list_file.LOG  MTAO : AC/Cl  1 . BCK/SAVE  [ test_di rectory ...]*.* ; 
Note:  MTAO:  is  the  logical  name  for  a  tape  drive. 


3  TEST  MODIFICATIONS 

The  Ada  tests  will  be  periodically  updated  and  corrected.  Their 
correctness  is  not  guaranteed  either  by  the  ACVC  Maintenance  Organization 
(AMO)  or  by  its  contractor.  Please  report  errors  in  writing  to 

Mr.  Steven  P.  Wilson 

ACVC  Maintenance  Organization 

ASD/SCEL 

Wright-Patterson  AFB,  OH  45433-6503 

You  will  receive  notification  of  changes  to  this  version  on  a  periodic 
basis.  Please  notify  the  AMO  of  any  change  of  address. 


4  IMPORTANT  INFORMATION 

The  field-test  release  of  ACVC  Version  1.11  includes  some  required 
(".ADA")  tests  that  were  included  in  version  1.10  as  ".DEP"  tests.  The  file 
READ. ME  on  the  tape  discusses  significant  changes  from  ACVC  1.10  to  ACVC  1.11. 
A  hard  copy  of  this  file  is  included  with  this  notice,  under  the  title 
"Overview:  Field-Test  Release  of  ACVC  Version  1.11." 


